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9000 SERIES SWIVEL JOINTS
- Sizes 1/4” (DN08) -  2 1/2” (DN65)
- Straight design
- Single ball race upto 3/4”
- Dual ball race higher than 3/4”
- Materials: St52-3, 42CrMo4, AISI304, 316, 316TI
- Special Materials upon request

Max. Temperature:   (-50⁰C) - (250⁰C)
                         (-58⁰F) - (+437⁰F)
Max. Static Pressure: 400 bar (5800 psi) 
Max. Dynamic pressure: 200 bar (2900 psi)
Connection: Threaded (BSP, NPT, Metric, etc.)
Seals: - O-ring Seal with PTFE Back-up

9000 SERIES SWIVEL JOINT THREADED CONNECTIONS

≤3/4” >3/4”
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9000 SERIES SWIVEL JOINTS
- Sizes 1/4” (DN08) -  2 1/2” (DN65)
- Radial design
- Single ball race upto 1/2”
- Dual ball race higher than 3/4”
- Materials: St52-3, 42CrMo4, AISI304, 316, 316TI
- Special Materials upon request
Max. Temperature:   (-50⁰C) - (250⁰C)
                         (-58⁰F) - (+437⁰F)
Max. Static Pressure: 400 bar (5800 psi) 
Max. Dynamic pressure: 200 bar (2900 psi)

Connection: Threaded (BSP, NPT, Metric, etc.)

Seals: - O-ring Seal with PTFE Back-up

9000 SERIES SWIVEL JOINT THREADED CONNECTIONS

≤1” >1”

*spare parts set
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